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SPeCiFiCaTiOnS

Suitable surfaces Wood floated (rough) and porous floor surfaces

application Brush-on, sponge-on or roll-on

Packaging Supplied in 1, 5 & 20 litre containers

Coverage Varies depending on the surface porosity, but is approximately 
5m² per litre

Curing needs to air cure for at least 12 hours

Colour/s Milky white liquid

SPeCiFiCaTiOnS

Suitable surfaces interior & exterior concrete surfaces

Thickness Minimum thickness at application: 0.8 - 1mm as a slush coat
Maximum thickness at application: 5mm as filler mixed to a 
paste consistency

application Brush-on

Packaging 5kg containers 

Coverage approximately 10 - 15m² per 5kg container
Can vary depending on the porosity and texture of the 
surface

Curing initial set: 45 - 60 minutes depending on temperatures

Colour/s Grey

BeneFiTS
it is used to equalise suction by reducing substrate porosity
ensures a good bond onto the substrate being coated
The base polymer is slowly biodegradable

BeneFiTS
no dilution required, but needs to be mixed with Cemcrete’s 
FlexBond
Will ensure screed adheres to substrate

To be used on wood floated (rough) and porous surfaces, ensuring 
a good bond onto the substrate. Dense, impervious surfaces 
should be ground to expose the surface pores and to create a 
relatively flat and level surface.

Modified liquid cement primer

Specially designed textured substrate coating used in 
combination with Cemcrete’s FlexBond to bond new screeds 
to existing surfaces.

Tough adhesive for new screeds

Thin high-strength screed

SPeCiFiCaTiOnS

Suitable surfaces new and old concrete surfaces that are at least 28 days old
appropriate surface preparation is essential

Finish Steel trowel to a smooth finish
Textured, stamped or rolled to obtain different tiled or paved effects

Thickness 10 - 20mm

application Wood float or steel trowel

Packaging 40kg bags

Coverage approximately 0.9m2 when applied at 10mm thick

Curing Cure the floor with a fine mist spray for the next 3 days to ensure limited water loss
Final cure after 28 days

Colour/s One colour only - Grey

inTenDeD FOR USe WiTh

PrimerCote & FlexBond mix 

TOOlS neeDeD 

Perforated stamper
Screed board
Wood float or plastic float
Steel trowel
Concrete edging tool and/or concrete jointing tool

SUPPORTinG CeMCReTe PRODUCTS 

Colour hardener
CreteCote
CreteStain

10 - 20mm

BeneFiTS

Can be used where height restrictions don’t allow for a standard screed
Can be used in conjunction with Colour hardener to achieve a coloured cement floor finish
Can be used for rectifying imperfections in floor surfaces
To provide a suitable surface for micro coatings, CreteCote, tiles, carpets and wooden flooring
Supplied in a single bag (cement component bagged separately in the same bag)

a 10 - 20mm high-strength, shrinkage compensated granolithic type screed mix.

PRiMeRCOTe

COnCReTe PRiMeR SUPeRSCReeD



COlOUR

DRY-ShaKe 
SCReeD

FlOOR FiniSh

a granolithic concrete material that is floated into fresh screed or concrete which 
colours, strengthens and creates durable surfaces for the concrete floors. it is a 
special blend of cement incorporating very hard-wearing aggregates, light fast 
pigments and additives which set rock-hard.

SPeCiFiCaTiOnS

Suitable surfaces interior & exterior concrete or screed base

Finish Steel trowel to a smooth finish
Textured, stamped or rolled to obtain different tiled or 
paved effects

Thickness Depending on screed design - colour penetrates 2 - 3mm 
into screed

application Sprinkle-on & trowelled

Packaging 20kg bag

Coverage approximately 5m² per 20kg bag

Curing leave to air cure for 1 day after completion
Damp down with water twice daily for 7 days
allow to dry for a minimum of 14 days before sealing

Colour/s available in 15 colours

inTenDeD FOR USe WiTh

PrimerCote & FlexBond mix  
SuperScreed     
Colour hardener Sealer    
Slip-Resistant additive

BeneFiTS

Can be used for interior & exterior floors

Suitable for domestic or commercial projects

Colours concrete to a depth of 2 - 3mm - no risk of colour 
being rubbed off or abraded

extremely durable (but is dependent on screed mix and 
curing)

Can be used in conjunction with SuperScreed  (10 - 20mm) 
where there are height restrictions

Can be imprinted with patterns

  tiny.cc/Ch

Colour hardener Stone

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

https://www.youtube.com/watch?v=YJ51SvKyZ5o
https://www.youtube.com/watch?v=YJ51SvKyZ5o


COlOUR haRDeneR  |  COlOUR RanGe

Grey house Blend

Mocha Java Chai latte espresso

ivory Brown Timber Brown

Cobble Milk Cappuccino Ochre

White Vanilla Bean Stone

Slate
Colour hardener house Blend
The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

Colour hardener floors should be designed with expansion/

control joints incorporated into them, which will minimize the risk 

of large unsightly cracks when subjected to large changes in 

temperature, soil or foundation movement etc. Panel sizes should 

be as symmetrical as is possible and should not exceed 9m2.

Did you know



Colour hardener Grey floor panels in 
various shapes and sizes

COlOUR haRDeneR  |  USeS

Colour hardener 
house Blend 

counter

Colour hardener Chai latte 
imprinted with a wood texture

The colours depicted are a guide only and Cemcrete recommends choosing colours from an actual on-site sample. Different sealing methods might also affect the final colour.

Colour hardener White pool copings 
and patio floor



CReTeCOTe

Thin SKiM-On 
FlOOR COaTinG

a coloured, thin film cement-based floor covering which is versatile and durable. 
it is a two coat system which produces a 1.6mm smooth decorative finish ideal 
for internal domestic renovations. Comes complete with powder and catalyst as 
a twin pack.

SPeCiFiCaTiOnS

Suitable surfaces Wood or steel floated concrete floor slabs or screeds 
(interior only)
new surfaces should be allowed to cure for at least 28 
days
Tiles - as long as the necessary preparation steps are 
followed to ensure adhesion. Refer to coating over tiles 
datasheet

Finish Smooth

Thickness 1.6mm (maximum 0.8mm per coat – 2 coat application)

application Sponge & trowel-on

Packaging 15kg twin-pack container

Coverage 8 - 10m² per 15kg container

Curing The completed work should be allowed to air cure for 24 
hours after application, before mist spraying the entire 
floor evenly at least twice during the day thereafter
Thereafter leave approximately 48 hours before sealing
The moisture in the floor must be less than 5% prior to 
sealing

Colour/s available in 11 colours

BeneFiTS

Thin skim-on coating perfect for renovations

interior use only

application with a steel trowel

Versatile application – can be used to coat counters & 
vanities

Reaches a compressive strength of 35MPa after 28 days 
(this is solely dependent on the substrate)

inTenDeD FOR USe WiTh

Concrete Primer 
CreteSeal Water-Based 

CreteCote Sand Dollar
The colours depicted are a guide only and Cemcrete recommends 

choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

 tiny.cc/cretecote

https://www.youtube.com/watch?v=7ePIbRvNNCo&t=1s
https://www.youtube.com/watch?v=7ePIbRvNNCo&t=1s


CreteCote Custom Colour
The colours depicted are a guide only and Cemcrete recommends 

choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

CReTeCOTe  |  COlOUR RanGe

nickle Grey Shale

Mushroom Tan Brown Suede

Dune Coconut ivory

Sand Dollar Grey

Did you know
CreteCote is a micro coating and was created to provide 
the look and feel of concrete, but at a fraction of the cost 

and weight of real concrete.

White



CreteCote Shale coated pebble 
shaped coffee table & floor

CReTeCOTe  |  USeS

CreteCote Grey coated 
kitchen counters & 

CreteCote White floors

CreteCote nickle 
Grey with tile inlay

CreteCote in a custom colour coated 
floors & built-in seating

The colours depicted are a guide only and Cemcrete recommends choosing colours from an actual on-site sample. Different sealing methods might also affect the final colour.



SPeCiFiCaTiOnS

Suitable surfaces Suitable for redressing concrete; paving, driveways, 
walkways, outside patios, pool surrounds and balconies

Finish Sprayed finish, smooth trowelled finish, knock down finish

Thickness 2 - 3mm

application Spray-on with a hopper gun

Packaging 20kg bag

Coverage approximately 3 - 5m² per 20kg bag

Curing in hot dry conditions cure completed work by mist spraying 
with water 3 times the following day

Colour/s available in 6 colours

inTenDeD FOR USe WiTh

Concrete Primer
CreteBond
Densifier (optional)
Relevant sealers required

BeneFiTS

Beautifies existing concrete surfaces 

achieves good compressive, tensile and flexural strength 
with abrasion resistance

Suitable for redressing concrete; paving, driveways, 
walkways, outside patios, pool surrounds and balconies

non-slip & UV stable finish

RenoCrete Driftwood

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

RenOCReTe

S P R aY- O n 
T e X T U R e D  F lO O R
O V e R l aY

RenoCrete is a pre-coloured spray-on cementitious based polymer modified 2-part 
concrete resurfacing system. RenoCrete beautifies existing concrete surfaces 
while achieving good compressive, tensile and flexural strength with good abrasion 
resistance; while creating a textured slip-resistant decorative surface.

 tiny.cc/renocrete

https://www.youtube.com/watch?v=5fju57Ok7mc
https://www.youtube.com/watch?v=5fju57Ok7mc


BeFORe

aFTeR

RenoCrete Cloud Grey
The colours depicted are a guide only and Cemcrete 

recommends choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

RenOCReTe  |  COlOURS

RenOCReTe  |  FiniShinG OPTiOnS

Sprayed Knock Down Smooth Trowelled

Cloud Grey Seal Grey Pebble Black

Sea Foam Driftwood Oyster

Did you know
RenoCrete is only a 2 - 3mm coating to revamp your 
existing concrete surfaces. The texture created by 
RenoCrete makes it ideal for swimming pool surrounds.



CreteStain leather Tan
The colours depicted are a guide only and Cemcrete recommends 

choosing colours from an actual on-site sample. Different sealing 
methods might also affect the final colour.

CReTeSTain

aCiD-BaSeD CeMenT/
COnCReTe STain

a specialised chemical mixture which reacts with the OPC in cement/concrete to 
colour the surface.

inTenDeD FOR USe WiTh

Relevant sealers required

tiny.cc/cretestain

BeneFiTS

easy application with brush, roller, 
sponge or spray canister

Stains any OPC (Ordinary Portland 
Cement) based surface

economical application which cannot 
peel or flake

Produces and enhances mottling

For use on floors, walls and counters 

Suitable for interior and exterior use 
(however Blue is not UV stable and may 
fade if used exteriorly)

CreteStain can be diluted with water if 
lighter shading is required

SPeCiFiCaTiOnS

Suitable surfaces any OPC (Ordinary Portland 
Cement) based surface. newly 
placed concrete must be cured 
for at least 14 days prior to 
application

Finish Does not change the finish of 
a surface, only stains it. Will 
however enhance mottling

Thickness adds no thickness to surface

application Brush-on, roll-on, sponge-on, 
spray-on

Packaging 1, 5 & 20 litre containers

Coverage approximately 8m2/litre/coat

Curing all reacted residue must be 
removed by flushing thoroughly 
with water after a minimum of 4 
hours

Colour/s available in 10 colours

albany Black

Moss Green Burnt amber

Blue Copper

Rust leather Tan

lichen Cobblestone

Stain appears purple when applied. 
Wait up to 72 hours for the true Burnt 
amber colour to appear.

https://www.youtube.com/watch?v=8hvu1dlD0rI&t=6s
https://www.youtube.com/watch?v=8hvu1dlD0rI&t=6s


Can be used as a daily wash as 

this low detergent will not damage 

the floor sealer, but will remove 

unwanted surface dirt and marks. 

FlOOR MainTenanCe
Cemcrete flooring installed by an experienced contractor can provide a new surface that will last for 
decades, especially when protected by a good quality sealer. While Cemcrete floors are relatively easy 
to care for when compared with other types of flooring, they do require some maintenance. how much 
maintenance your floor will need largely depends on the amount of traffic it receives. 

GeneRal MainTenanCe TiPS

here are some tips to make your Cemcrete floors as easy to maintain as possible:

Can be used to remove the build-up 

of floor polish over time and give your 

floor a fresh, newly laid appeal.

an easy to apply high gloss, 

hardwearing, protective floor 

care polish for concrete floors.

CReTeCaRe MOP & Shine

Sweep away dirt and debris daily. Remove 
spills immediately.

For routine all-over cleaning, use a damp 
(not wet) mop with Cemcrete’s CreteCare 
Mop & Shine diluted with water. it is always 
deemed a good practice to change the 
water from room to room.

For larger floors the use of a floor polisher, 
in conjunction with Cemcrete’s CreteCare 
Mop & Shine and/or CreteCare Polish, is 
preferable with the correct floor pads. 

•	 Red - Mild scrub
•	 White - Buff

Do not use harsh chemicals to clean your 
floor. no ammonia-based products or 
bleach.

exterior floors require occasional pressure 
washing or scrubbing with a mild detergent.

in areas of heavy traffic, such as entrances 
and foyers, reduce maintenance and wear 
and tear by using floor mats (no rubber 
backing), both inside and outside of the 
entryways. 

Felt pads should be affixed to all furnishings. 

Use Cemcrete’s CreteCare Polish to further 
protect the sealer. every 6 months or so 
depending on wear and tear (interiors only). 

CReTeCaRe FlOOR POliSh CReTeCaRe FlOOR 
POliSh STRiPPeR

We recommend resealing your Cemcrete floor to keep it protected. how often floors need to be resealed is dependent upon several factors; 
the type of sealer used and the amount of vehicle or foot traffic the floor is exposed to. if you have a high amount of foot traffic or perhaps 
severe weather conditions (for exterior floors), you may experience a shorter lifespan. Use Cemcrete’s Floor Polish Stripper before resealing. 
if you used polish on your floors, remove the layers of polish with Cemcrete’s Floor Polish Stripper and then apply polish again.

Protecting cement floors with a good quality Cemcrete sealer is crucial and not only makes the 
surface easier to clean, it offers other benefits as well, such as enriching the colour intensity of the 
overlay, blocking the penetration of stains, and improving water repellency and abrasion resistance.

Finish Satin sheen

Packaging 1, 5 & 20 litre containers 

Coverage approximately 8 - 10m²/litre for the first coat and 10 - 12m²/litre for subsequent coats
although the spreading rate will vary with porosity and type of substrate

Curing initial set:  6 to 8 hours
Final cure: 7 to 10 days

CReTeSeal WaTeR-BaSeD - POlYUReThane aCRYliC WaTeR-BaSeD SealeR

Finish Gloss or matt finish

Packaging 1, 5 & 25 litre containers (Colour hardener Sealer Matt available in 1 & 5 litres only)

Coverage approximately 4 - 8m² per litre per coat. Coverage depends on the porosity of the substrate
The first coat will penetrate and then the subsequent coats should require less sealer

Curing initial set: 2 to 3 hours depending on weather
Final cure: 7 days

COlOUR haRDeneR SealeR - SOlVenT-BaSeD aCRYliC SealeR

Finish no colour or sheen effect on surface

Packaging 1, 5 & 25 litre containers

Coverage Face bricks - 6m²/litre
Porous bricks - 3m²/litre
Concrete - 4m²/litre

Curing initial set: Solvents evaporate after 2 days plus
Final cure: 22 days

SiliCOnSeal - PeneTRaTiVe SealeR (WeT-On-WeT aPPliCaTiOn)

Finish Gloss or super matt

Packaging 1, 5 & 20 litre containers

Coverage approximately 5 - 6m2 per litre per coat

Curing initial set: 4 hours
Final cure: 3 days

MUlTi-PURPOSe SealeR WaTeR-BaSeD - nOn-YellOWinG CleaR POlYMeR SealeR

Finish Gloss

Packaging 1 & 5 litre containers

Coverage For uncoated new surfaces work on 10 - 12m²/litre for the first coat and 12 - 14m²/litre for subsequent 
coats. although the spreading rate will vary with porosity and type of substrate

Curing initial set: 12 hours
Final cure: 7 to 10 days

CReTeSeal SOlVenT-BaSeD - POlYUReThane SOlVenT-BaSeD SealeR

Finish no colour or sheen effect on surface

Packaging 90g’s (enough for 5 litre)

SliP ReSiSTanT aDDiTiVe - WhiTe Fine GRanUleS

SealeRS
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SaTinCReTe

DeCORaTiVe 
inTeRiOR 

COlOUReD PlaSTeR

SatinCrete is a 2 - 3mm pigmented, cement-based decorative plaster that creates 
a smooth, coloured finish for interior use only.

BeneFiTS

Stunning interior mottled wall coating

ideal for bathroom walls, including shower walls

Once sealed, easy to clean and maintain due to its smooth 
finish

Versatile application: can be applied to counter tops and 
vanities

 tiny.cc/satincrete

SatinCrete Dolphin Grey

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

SPeCiFiCaTiOnS

Suitable surfaces Wood floated plaster
Fibre cement board, new dry walling, previously painted 
surfaces and polystyrene all need to be primed with 
CemBond and coated with Cemcrete’s eiFS BaseCoat

Finish Smooth finish
Or sponge, brush or combed finish

Thickness 2 - 3mm

application Trowel-on

Packaging 20kg bag

Coverage approximately 3 - 4m² per 20kg bag

Curing initial set: 1.5 - 2 hours
leave to air cure for at least 24 hours before moist curing 
with a light mist spray of water at least 3 times during the 
day. always spray from bottom to top to avoid water run 
marks
allow to dry for at least 3 days before sealing
The moisture in the substrate must be less than 5% prior 
to sealing

Colour/s available in 13 colours

inTenDeD FOR USe WiTh

CemBond
Relevant sealers as required

TOOlS neeDeD 

Mechanical mixer
6mm steel notch trowel
Steel trowel
Sponge float or sponge roller or brush
Mist sprayer

https://www.youtube.com/watch?v=tqsmLavUwC0
http://


SaTinCReTe  |  COlOUR RanGe

Masala

Pewter Dolphin Grey Graphite

Taupe Cocoa Clay

Beach Sand Ginger Caramel

Parchment Bone Mercury Grey

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

SatinCrete Pewter

like many of our products, SatinCrete is very versatile 

and can be used to coat counters, artwork, showers and 

even baths.

Did you know



SaTinCReTe  |  USeS

SatinCrete Pewter 
walls  & vanity

SatinCrete Clay seating & wall

The colours depicted are a guide only and Cemcrete recommends choosing colours from an actual on-site sample. Different sealing methods might also affect the final colour.

SatinCrete Beach Sand bath & walls

SatinCrete Dolphin 
Grey ceiling & wall



CeMCOTe

BRUSh OR 
SKiM-On 

CeMenT Wall 
COaTinG

a finely ground mixture of white Portland cement, pigments and chemicals. it is 
supplied in powder form requiring mixing with water on-site to produce a smooth, 
flowing coating which sets rock hard.

CemCote Skimmed Dark Grey

SPeCiFiCaTiOnS

Suitable surfaces interior & exterior plastered or previously painted walls

Finish Slightly textured when applied with a brush
Smooth when applied with a trowel

Thickness 1.6 - 2.5mm

application Brush-on or Putzmeister application: Refer to CemCote 
brusheddatasheet
Skim-on: Refer to CemCote (Skimmed) datasheet

Packaging 5 & 25kg containers

Coverage Brush-on or Putzmeister application: 2 - 5m² per kg/coat 
depending on suction and texture of the surface or 25 - 
50m² per 25kg (2 coats)
Skim-on: 1 - 1.1kg’s per m2 or 25 - 30m2 (2 coats) per 25kg 
container. Depending on surface texture and porosity

Curing initial set - 1 hour 
Brush-on application:
The completed work should be allowed to air cure for 24 
hours after application, before mist spraying the entire wall 
from bottom to top (to prevent run marks) evenly at least 
twice during the day thereafter
The moisture in the substrate must be less than 5% prior to 
sealing

Colour/s available in 14 colours

BeneFiTS
For interior & exterior use 

Brush-on or skim-on application 

Durable and weatherproof 

interesting colour variation 

Wears well over time

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

 tiny.cc/cemcoteskimmed

inTenDeD FOR USe WiTh

Brush-on or Putzmeister application:

CemBond mixed 1:3 with water to prime the wall
CemBond mixed 1:5 with water to mix with the first coat of CemCote

Skim-on application:
FlexBond mixed 1:3 with water 

Relevant sealers as required

nOTe: For exterior use, replace the FlexBond with CreteBond. Dilution ratios stay the same as for FlexBond.

https://www.youtube.com/watch?v=MOeQTOrAbyY
https://www.youtube.com/watch?v=MOeQTOrAbyY


CemCote Skimmed Dark Grey
The colours depicted are a guide only and Cemcrete recommend 
choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

CeMCOTe  |  COlOUR RanGe

Skimmed Brushed

Concrete Grey

Skimmed Brushed

Dark Grey

Skimmed Brushed

Straw

Skimmed Brushed

Ochre

Skimmed Brushed

anthill Grey

Skimmed Brushed

Tan

Skimmed Brushed

Terracotta

Skimmed Brushed

Fern Green

Skimmed Brushed

White

Skimmed Brushed

Dawn

Skimmed Brushed

Mist

Skimmed Brushed

Dusk

Skimmed Brushed

Storm Grey

Skimmed Brushed

Dew



CeMCOTe |  USeS

CemCote Skimmed anthill  Grey 
coated hollow core hardboard door

CemCote Skimmed  
Dark Grey wall & basin

CemCote Skimmed Concrete Grey 
off-shutter panels

CemCote Brushed 
Dark Grey ceiling

The colours depicted are a guide only and Cemcrete recommends choosing colours from an actual on-site sample. Different sealing methods might also affect the final colour.



CeMWaSh

ROUGh TeXTUReD 
CeMenT Wall 
FiniSh

a two-coat decorative, coloured, weatherproof cement finish; supplied as 
CemWash first coat grey and CemWash top coat in the colour of your choice. 
having a base of Portland cement, it sets rock-hard, is UV resistant, economical 
and extremely durable. The purpose is to provide a tough, durable cement-based 
coating directly to brick, block or hard cured plaster walls.

CemWash Sandstone
The colours depicted are a guide only and Cemcrete recommends

choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

SPeCiFiCaTiOnS

Suitable surfaces interior & exterior walls

Finish Rough texture

Thickness Min application thickness – 0.5mm
Max application thickness – 0.7mm

application Brush-on or spray-on

Packaging 25kg bags

Coverage CemWash first coat grey: approximately 15 - 17m² per 
25kg bag
CemWash top coat colour: approximately 22 - 26m² 
per 25kg bag

Curing each coat to be cured by wetting with clean water 3 
times during the day following the day of application 
Cure from bottom to top to avoid water run marks and 
colour variations

Colour/s First coat grey available in grey only
CemWash is available in 18 colours

BeneFiTS

interior & exterior use

easy brush-on application

Textured finish

Resistant to water penetration

Wears well over time

extremely durable & UV resistant

Can be applied directly to brickwork to reduce the cost of 
plastering and then painting

3-in-1 brush finish (plaster, paint and weatherproofing)

inTenDeD FOR USe WiTh

CemBond mixed 1:3 with water to prime the wall 
CemBond mixed 1:5 with water to mix with CemWash first coat grey 

Relevant sealers as required

TOOlS neeDeD 

Mechanical mixer
Block brush or broom or hopper gun (3mm nozzle setting) and a compressor with 
a minimum capacity of 120 litres
Mist sprayer



CemWash Sandstone

CeMWaSh  |  COlOURS

CeMWaSh  |  USeS

hazelnut

Cinnamon albany

White Grey

Slate

Sandstone Clarence

Kalahari Golden Brown

ivorynutmeg

light Grey

Green

Wheat

Peach

Ochre Khaki

CemWash German Schmear

The colours depicted are a guide only and Cemcrete recommends choosing colours from an actual on-site sample. Different sealing methods might also affect 
the final colour.

Did you know
CemWash is popular for coating directly over brickwork, allowing the 
bricks shape to remain visible, giving the finish depth and texture.



tiny.cc/CemPlasterCeMPlaSTeR

COlOUReD 
FiBRe-ReinFORCeD 
PlaSTeR

Provides a tough, mottled, coloured exterior or interior plaster onto conventional 
wood floated or scratch plaster that is UV resistant.

Off-shutter CemPlaster
Pavilion Grey

Castello Coffee

Milano Milk

Pavero Brown

Cambrello Clay

Scarpa Red

Verona Pink

Civito Cream

Monte Yellow

Pavilion Grey

Gesso GreenJocastro OchreThe colours depicted are a guide only and Cemcrete recommends
choosing colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

SPeCiFiCaTiOnS

Suitable surfaces Conventional wood floated or 
scratch plaster wall

Finish Smooth when trowelled-on or can 
be imprinted, brushed, scratched, 
sponged or sandstone finished

Thickness 4 - 5mm

application Trowel-on

Packaging 40kg bags

Coverage approximately 4 - 5m² per 40kg 
bag

Curing all plaster work to be cured by 
wetting with clean water 3 times 
on the day following the day of 
application. always spray from 
bottom to top to avoid water run 
marks. allow to dry for at least 3 
days before sealing

Colour/s available in 11 colours

inTenDeD FOR USe WiTh

CemBond
Relevant sealers as required

TOOlS neeDeD 

Mechanical mixer
Steel/ notch trowel
Paint brush or sponge
Mist sprayer

SUPPORTinG CeMCReTe PRODUCTS 

imprinting mats & Release agent - Pigmented (when 
imprinting)

BeneFiTS
Can be used for interior & exterior walls

Can be imprinted with various textures

Used to imitate off-shutter concrete look

Durable & wears well over time

https://www.youtube.com/watch?time_continue=4&v=-suJ5PTdohg&feature=emb_logo
https://www.youtube.com/watch?time_continue=4&v=-suJ5PTdohg&feature=emb_logo


RenOCReTe TPC

RenoCrete is a pre-coloured spray-on cementitious based polymer modified 
2-part resurfacing system. RenoCrete beautifies existing surfaces while achieving 
good compressive, tensile and flexural strength.

a   tough, thermoplastic, textured, weatherproof 
coating. Contains Mica and Silica for maximum 
film protection against ultra-violet light and 
weather abrasion.

SPRaY-On 
TeXTUReD OVeRlaY

DURaBle Wall &
CeilinG PainT

SPeCiFiCaTiOnS

Suitable surfaces Can be applied to exterior or interior walls of industrial, 
commercial or domestic buildings

Finish Slightly textured

Thickness approximately 60 microns per coat; the Mica chips 
protrude higher

application Paint

Packaging 5 & 20 litre containers

Coverage approximately 6m2/litre/coat

Curing Two coat application with a minimum 6 hour interval 
between coats

Colour/s available in 16 colours

inTenDeD FOR USe WiTh

CemBond

BeneFiTS
holds well over fine crazing to prevent water entering the 
structure

Supplied ready to use

Waterproof and weatherproof

UV stable

extremely durable 

extremely flexible and bridges hairline cracks apricot

Terracotta

Clay

Oyster Pink

Mushroom

Straw

Corn

Cocoa

ivory

Jasmine

Concrete Grey

Slate

White

Cream

GreenCharcoal

SPeCiFiCaTiOnS

Suitable surfaces Suitable for redressing concrete; paving, driveways, 
walkways, outside patios, pool surrounds and 
balconies

Finish Sprayed finish, smooth trowelled finish, knock down 
finish

Thickness 2 - 3mm

application Spray-on with a hopper gun

Packaging 20kg bag

Coverage approximately 3 - 5m² per 20kg bag

Curing in hot dry conditions cure completed work by mist 
spraying with water 3 times the following day

Colour/s available in 6 colours

inTenDeD FOR USe WiTh

Concrete Primer
CreteBond
Potassium Densifier (optional)
Relevant sealers as required

BeneFiTS

Beautifies existing concrete surfaces 

achieves good compressive, tensile and flexural strength 
with abrasion resistance

Suitable for redressing concrete, paving, driveways, 
walkways, outside patios, pool surrounds and balconies

non-slip & UV stable finish

Cloud Grey

Seal Grey Pebble Black

Sea Foam Driftwood

Oyster



DecoCrete Pink Sandstone

The colours depicted are a guide 
only and Cemcrete recommends 
choosing colours from an actual on-
site sample. Different sealing methods 
might also affect the final colour.

SPeCiFiCaTiOnS

Suitable surfaces Shaped wire mesh (incorporating 
CemForce)
interior & exterior concrete or screed 
base
interior & exterior wood or steel 
floated plaster
Shaped polystyrene

Finish Steel floated to a smooth finish
Textured to obtain different effects, 
can be carved with patterns or be 
imprinted

Thickness 5 - 30mm per coat
When application is to be thicker 
than 10mm, the material can be pre-
mixed with clean river sand to add 
bulk and texture

application Steel trowel, hand packed, sponge 
finished and various other methods

Packaging 40kg bags

Coverage approximately 1m² if applied 10mm 
thick

Curing Cure by wetting with clean water 3 
times on the day following the day of 
application to ensure hardness and 
durability
if Release agent - Pigmented is 
used, the surface must be washed 
down after 72 hours curing time and 
subsequently cured by wetting with 
clean water

Colour/s available in 8 colours

BeneFiTS
Slow setting gives plenty of time to work 
and manipulate the material in-situ

For use on interior and exterior walls, floors 
and copings 

abrasive resistance & coloured throughout

UV and alkali proof

ideal for water features as it can continually 
be exposed to water

DeCOCReTe

ShaPeaBle 
TeXTUReD PlaSTeR

a coloured, cement-based material formulated to be plastered to excessive 
thicknesses, but does not slide or shrink and dries rock-hard. a textured shaping 
system for the creation of artistic finishes, such as rock features, imitation brick 
walls and pool copings. 

Pink Sandstone

Machado

Brown

Red

Straw

Camel

Sandstone

Greystone

DecoCrete Pink Sandstone
The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample. 
Different sealing methods might also affect the final colour.

DecoCrete can be applied to polystyrene shapes 

to provide speciality items such as floating rocks or 

crocodile heads for fish to hide under, or to create rock 

work or such to compliment dam/pond presentation. 

Did you know



DecoCrete Rammed earth

DecoCrete Greystone mixed with 
ColourCem Black pool coping

DeCOCReTe |  USeS

DecoCrete Sandstone 
wall carving

The  colours  depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample. Different sealing 
methods might also affect the final colour.DecoCrete 

Greystone carving

The colours depicted are a guide only and Cemcrete recommends choosing colours from an actual on-site sample. Different sealing methods might also affect the final colour.



CreteStain leather Tan
The colours depicted are a guide only and Cemcrete recommends 

choosing colours from an actual on-site sample. Different sealing 
methods might also affect the final colour.

CReTeSTain

aCiD-BaSeD CeMenT/
COnCReTe STain

a specialised chemical mixture which reacts with the OPC in cement/concrete to 
colour the surface.

tiny.cc/cretestain

BeneFiTS

easy application with brush, roller, 
sponge or spray canister

Stains any OPC (Ordinary Portland 
Cement) based surface permanently

economical application which cannot 
peel or flake

Produces and enhances mottling

For use on floors, walls and counters 

Suitable for interior and exterior use 
(however Blue is not UV stable and may 
fade if used exteriorly)

CreteStain can be diluted with water if 
lighter shading is required

SPeCiFiCaTiOnS

Suitable surfaces any OPC (Ordinary Portland 
Cement) based surface
newly placed concrete must be 
cured for at least 14 days prior 
to application

Finish Does not change the finish of a 
surface, only stains it
Will however enhance mottling

Thickness adds no thickness to surface

application Brush-on, roll-on, sponge-on, 
spray-on

Packaging 1, 5 & 20 litre containers

Coverage approximately 8m2/litre/coat

Curing all reacted residue must be 
removed by flushing thoroughly 
with water after a minimum of 4 
hours

Colour/s available in 10 colours

intended for use with

Relevant sealers as required  

Tools needed 

Brush/ roller/ sponge/ nylon broom/ brush/ spray canister
albany Black

Moss Green Burnt amber

Blue Copper

Rust leather Tan

lichen Cobblestone

Stain appears purple when applied. Wait 
up to 72 hours for the true Burnt amber 
colour to appear.

https://www.youtube.com/watch?v=8hvu1dlD0rI&t=6s
https://www.youtube.com/watch?v=8hvu1dlD0rI&t=6s


KhOZi COaT
One coat acrylic PVa

Cemcrete’s Khozi Coat is a one-coat PVa acrylic paint suitable for interior and exterior 
surfaces. it is alkali resistant and is designed as a one-coat application for existing or newly 
plastered surfaces, cement bricks or building blocks.

BeneFiTS

One-coat application which masks minor plastering defects

Various colours available

STiPPleCReTe
Direct to concrete and brick coating

StippleCrete provides an exceptionally long-lasting, weatherproof, economic coating for fair 
face brickwork or concrete in one coat.

BeneFiTS  

Plaster and colour all-in-one

Various colours available

COlOUReD SCRaTCh PlaSTeR
10 - 15mm coloured plaster

a blend of ColourCem, OPC and aggregate to provide a tough, coloured, economical plaster 
directly onto flush-jointed brickwork. Refer to ColourCem colour range. Colours will vary 
according to mix ratios used.

BeneFiTS  

it serves the purpose of your plaster and your final finish and is therefore more cost-
effective and time saving

OTheR Wall FiniSheS
aRCTiC PlaSTeR

White cement-based skim plaster

To provide an exceptionally pleasing “dragged” texture which can be varied to suit the overall 
appearance required. if the walls are required to be particularly waterproof Cemcrete’s 
Water-Repellent Cement should be used in the plaster, or alternatively the substrate should 
be coated with Cemcrete’s StippleCrete or CemWash.

BeneFiTS

Texture can vary to suit the overall appearance required

SQUaSh COURT PainT
Durable paint for squash courts

The combination of Squash Court Filler Coat, CemBond and Squash Court Paint is an 
exceptionally durable and hard-wearing surface for the treatment of squash courts to take 
the continual pounding of the playing area.

BeneFiTS   

long lasting surface that will stand up to the incessant pounding of the walls by the 
squash ball at great velocities

aFFORDaBle hOUSinG Wall FiniSheS

Protecting cement floors with a good quality Cemcrete sealer is crucial and not only makes the 
surface easier to clean, it offers other benefits as well, such as enriching the colour intensity of the 
overlay, blocking the penetration of stains, and improving water repellency and abrasion resistance.

Finish Satin sheen

Packaging 1, 5 & 20 litre containers 

Coverage approximately 8 - 10m²/litre for the first coat and 10 - 12m²/litre for subsequent coats
although the spreading rate will vary with porosity and type of substrate

Curing initial set:  6 to 8 hours
Final cure: 7 to 10 days

CReTeSeal WaTeR-BaSeD - POlYUReThane aCRYliC WaTeR-BaSeD SealeR

Finish Gloss or matt finish

Packaging 1, 5 & 25 litre containers (Colour hardener Sealer Matt available in 1 & 5 litres only)

Coverage approximately 4 - 8m² per litre per coat. Coverage depends on the porosity of the substrate
The first coat will penetrate and then the subsequent coats should require less sealer

Curing initial set: 2 to 3 hours depending on weather
Final cure: 7 days

COlOUR haRDeneR SealeR - SOlVenT-BaSeD aCRYliC SealeR

Finish no colour or sheen effect on surface

Packaging 1, 5 & 25 litre containers

Coverage Face bricks - 6m²/litre
Porous bricks - 3m²/litre
Concrete - 4m²/litre

Curing initial set: Solvents evaporate after 2 days plus
Final cure: 22 days

SiliCOnSeal - PeneTRaTiVe SealeR (WeT-On-WeT aPPliCaTiOn)

Finish Gloss or super matt

Packaging 1, 5 & 20 litre containers

Coverage approximately 5 - 6m2 per litre per coat

Curing initial set: 4 hours
Final cure: 3 days

MUlTi-PURPOSe SealeR WaTeR-BaSeD - nOn-YellOWinG CleaR POlYMeR SealeR

Finish Gloss

Packaging 1 & 5 litre containers

Coverage For uncoated new surfaces work on 10 - 12m²/litre for the first coat and 12 - 14m²/litre for subsequent 
coats. although the spreading rate will vary with porosity and type of substrate

Curing initial set: 12 hours
Final cure: 7 to 10 days

CReTeSeal SOlVenT-BaSeD - POlYUReThane SOlVenT-BaSeD SealeR

Finish no colour or sheen effect on surface

Packaging 90g’s (enough for 5 litre)

SliP ReSiSTanT aDDiTiVe - WhiTe Fine GRanUleS

SealeRS



POOl

R

Manufacturers of Distinctive Decorative CoatingsManufacturers of Distinctive Decorative Coatings

Pool Preparation Products, Decorative Finishes & Pool Repair Products



The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.

Depth of water and exposure to sunlight might also affect the final colour.

PoolCrete abbotsford Green

SPeCiFiCaTiOnS

Suitable surfaces Gunite
hand-packed concrete
Scratch coat cement plaster that has cured for 28 days
Must not contain blast furnace slag as this could cause 
mottling of the PoolCrete

Finish Smooth surface

Thickness 6mm

application Rounded pool trowel

Packaging 40kg bag

Coverage approximately 2m2 per 40kg bag

Curing Damp down exposed PoolCrete every hour to prevent 
premature drying, commence filling the pool from the 
deep end, approximately 6 to 8 hours after application or 
the following morning 
Filling of pool - See PoolCrete Start-Up Guide

Colour/s available in 15 colours

inTenDeD FOR USe WiTh

PoolCrete Primer  
FlexBond  

TOOlS neeDeD 

Rounded pool trowel

SUPPORTinG CeMCReTe PRODUCTS 

Pool Crack Filler  
Pool Sealer   
Pool Patching  

BeneFiTS

Durable marble pool plaster

applied to new or renovated pools

Trowel-on application

Over 40 years proven performance

extensive colour range

Superior quality

POOlCReTe

WhiTe & COlOUReD 
MaRBle POOl PlaSTeR

a 6mm thick smooth plaster, recommended for the interior plastering of walls and 
floors of swimming pools, which becomes a very hard integral part of the pool 
structure. not for use above the water level.

tiny.cc/PoolCrete

https://www.youtube.com/watch?v=oJIK2OOmUZs&feature=emb_logo
https://www.youtube.com/watch?v=oJIK2OOmUZs&feature=emb_logo


Colour in water Colour in poolColour in water Colour in pool

Colour in water Colour in pool

Colour in water

Colour in water

Colour in pool

Colour in pool

Colour in water Colour in pool

Colour in water Colour in pool Colour in water Colour in pool

Colour in water Colour in poolColour in waterColour in water Colour in poolColour in water Colour in pool

POOlCReTe  |  COlOUR RanGe

PoolCrete Sea Glass

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.

Depth of water and exposure to sunlight might also affect the final colour.
Charcoal

Colour in water Colour in pool

Moroccan Blue

Turquoise

Royal Blue

PortlandSandstone

Colour in water Colour in pool

Sky Blue

WhiteSuperior White Silver Grey

Colour in water Colour in pool

Pacific Blue

abbotsford Green

Colour in water Colour in pool

Marine Blue

Ocean Blue

Sea Glass

PoolCrete is our brand name for pool plaster, also known as 
marbelite, which are generic names of the same product. 
PoolCrete is one of the first products manufactured by 
Cemcrete upon its inception in 1973 and has been used in 
more than 250 000 swimming pools all over the world.

Did you know



PoolCrete 
Silver Grey

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.

Depth of water and exposure to sunlight might also affect the final colour.

PoolCrete White

PoolCrete Portland

PoolCrete Pacific Blue



PoolCrete Sandstone

The colours depicted are a guide only and Cemcrete recommends choosing 
colours from an actual on-site sample.
Depth of water and exposure to sunlight might also affect the final colour.

PoolCrete 
Turquoise

PoolCrete Superior White

The colour appearance of PoolCrete will change once water is added 
to the pool - the depth of water and exposure to sunlight will further 

effect the appearance of the PoolCrete colour.

Did you know

PoolCrete Ocean Blue



PoolCrete Marine Blue

PoolCrete Charcoal
The colours depicted are a guide only and Cemcrete recommends choosing 

colours from an actual on-site sample.
Depth of water and exposure to sunlight might also affect the final colour.

PoolCrete Moroccan Blue

PoolCrete Sky Blue



SPeCiFiCaTiOnS

Suitable surfaces Old, dirty pool plaster that has 
been acid-washed
not for application to oil paint, 
plastic paint, new cement surfaces, 
fibre glass or new pool plaster

Finish Smooth - light brush/roller texture

Thickness 1.5mm

application Brush and/or roller

Packaging 15kg twin pack

Coverage approximately 25m2 per 15kg twin 
pack

Curing The completed work should be air 
cured for 6 days before filling the 
pool with water
any rain water that does fall during 
this period should be immediately 
removed from the pool. allow an 
extra days air curing for each day 
of rain during the six day curing 
period 
Filling of pool - See Pool Coating 
Start-Up Guide

Colour/s available in 6 colours

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.

Depth of water and exposure to sunlight might also affect the final colour.

Pool Coating Blue

Turquoise

Green Charcoal

White Sandstone

Blue

inTenDeD FOR USe WiTh

acid wash

TOOlS neeDeD 

Block brush
Wire-brush
Brush and/or roller

SUPPORTinG CeMCReTe PRODUCTS 

Pool Crack Filler  
Pool Sealer   
Pool Patching  
FlexBond  

in warm/humid weather the product tends to thicken in the container which 
reduces the coverage achieved. To alleviate this problem, dilute FlexBond 
(dilute 1:4 with clean water) and add 100ml at a time to keep the mixed 
product to a paintable consistency. 

BeneFiTS

application with a brush and/or roller

economical & easy to apply

Fresh finish to old surfaces

excellent bond, flexural and tensile 
strength

Good abrasion and chemical resistance

Becomes an integral part of the pool 
plaster

POOl

BRUSh-On CeMenT-
BaSeD POOl PainT

a cement-based coating which can be applied easily and quickly using a paint 
brush. Pool Coating is intended to revitalise your old, pitted, dirty pool plaster 
as an alternative to re-plastering. it must be noted that Pool Coating is a once-
off application.

Pool Coating can only be applied to pools that 

have cured for at least 9 months.

Did you know



BeaDCReTe

UniQUe POOl 
PlaSTeR COnTaininG

GlaSS BeaDS

a unique glass beaded decorative pool plaster for use on reinforced concrete pool 
interiors. The pure glass beads in BeadCrete produce a reflective surface that 
enhances water sparkle. 

inTenDeD FOR USe WiTh

PoolCrete Primer  
FlexBond  

TOOlS neeDeD 

Block brush
Wire-brush
Brush and/or roller
Steel trowel
Sponge float
high pressure washer

SUPPORTinG CeMCReTe PRODUCTS 

Pool Crack Filler  
Pool Sealer   
Pool Patching  

BeneFiTS

Cost competitive replacement for traditional exposed pebble 
finishes 

Modern – white and coloured surface aesthetic with coloured 
beads and reflective additives that enhance pool water 
appearance 

Strong and durable

Smooth textured finish reduces risk of skin abrasion and 
gently massages under the feet

easily placed and finished by competent tradespersons

Suitable for new concrete pools & renovations

SPeCiFiCaTiOnS

Suitable surfaces new or renovated reinforced concrete pool interiors

Finish Smooth surface

Thickness 8mm

application Steel trowel

Packaging 20kg bag

Coverage approximately 0.9m2 per 20kg bag

Curing Commence filling the pool from the deep end on the day 
of application. Damp down exposed BeadCrete every 
hour to prevent premature drying 
Filling of pool - See BeadCrete Start-Up Guide

Colour/s available in 5 colours

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.

Depth of water and exposure to sunlight might also affect the final colour.

BeadCrete le Meridian Flash



BeaDCReTe  |  COlOURS

BeaDCReTe  |  USeS

BeadCrete Maldives Flash

le Meridian Bora Bora

Maldives Flash Maldives le Meridian Flash

BeadCrete Maldives Flash

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.

Depth of water and exposure to sunlight might also affect the final colour.The colours depicted are a guide only and Cemcrete recommends choosing colours from an actual on-site sample. Depth of water and exposure to 
sunlight might also affect the final colour.



BeneFiTS

To enable the underwater patching of small holes in marble pool 
plaster pools

Setting time of 5 minutes

SPeCiFiCaTiOnS

Suitable surfaces Plaster pools

Finish Smooth

Thickness n/a

application Small rounded trowel

Packaging 1 & 5kg containers

Coverage 1kg covers 200m²

Curing normal setting time approximately 5 minutes - do not disturb for 24 
hours

Colour/s available in white only - PoolCrete colours available on order

SPeCiFiCaTiOnS

Suitable surfaces leaking pools where seepage is through general 
porosity or thinness of the plaster

Finish n/a

Thickness n/a

application add to water of pool

Packaging 5 & 20 litre containers

Coverage 20 litres / 60 000 litre pool

Curing 10 days to see if treatment is effective

Colour/s n/a

SPeCiFiCaTiOnS

Suitable surfaces Concrete or gunite pools, will not adhere to fibre glass or plastic

Finish n/a

Thickness Remove marble pool plaster 75mm each side of crack through to concrete
V out crack in the concrete 10mm deep and 10mm wide

application Knife

Packaging 1 & 5kg containers

Coverage Depends on the width and depth of the joint 6.6 linear meter per 1kg & 33 linear meter per 5kg

Curing allow filler to air cure for 2 days

Colour/s available in grey only

inTenDeD FOR USe WiTh

Pool Crack Filler Primer 
PoolCrete   

BeneFiTS

To provide a knifing grade filler for cracks in water containing structures

Remains flexible under water

Supplied in paste form

Pool Crack Filler is elastomeric (polymer that displays rubberlike elasticity) which is helpful in 
structures that show movement

Cement-based coatings and marble pool plaster bond well to Pool Crack Filler

Can be used as a crack filler for floors and walls

Concrete shell

Crack

Remove PoolCrete (marble pool plaster) 75mm each side 
of crack through to concrete shell

‘V’ out crack in the concrete 10mm deep and 10mm wide 
before applying Pool Crack Filler

BeneFiTS

inexpensive sealer

no need to empty your pool 

a quick-setting compound having a base of white cement and white 
marble, specially formulated to enable it to be taken underwater 
without disintegrating and later becomes rock hard.

Underwater patching of plaster pools

an inexpensive sealer for treating leaking pools where 
seepage is through general porosity or thinness of the 
plaster. 

liquid sealer for treating pool leaks

Fibre-reinforced flexible past crack filler

a heavily fibre-reinforced flexible paste which, after being allowed to dry, remains flexible under 
water. Requires the pool to be emptied and all cracks to be hacked open.

POOl SealeR

POOl PaTChinG POOl CRaCK FilleR



WaTeRPROOFinG 
& SPeCialiSeD

R

Manufacturers of Distinctive Decorative CoatingsManufacturers of Distinctive Decorative Coatings

Waterproofing, Floor & Wall Preparation Products, Screeds, 
Crack Fillers, Bonding liquids, Membranes and more



Brown

Charcoal

Grey

MaTCReTe

ReinFORCeD 
WaTeRPROOFinG 

CeMenT lininG

Waterproof cement lining that can be applied directly onto hard compacted soil for 
the cost-effective creation of any water-containing structures such as fish ponds, 
water channels, dams, drinking troughs, relining of pipes, repair of old cracked 
reservoirs, flat roof waterproofing, parapet waterproofing etc.

MatCrete Charcoal

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.

SPeCiFiCaTiOnS

Suitable surfaces applied directly onto hard compacted soil, cement or 
concrete based water channels, dams, drinking troughs, 
reservoirs, flat roofs, parapets etc. 

Finish Rough textured
Can be smooth trowelled

Thickness 2mm including the CemForce
Max thickness of 8mm – add a layer of CemForce for every 
extra 2mm

application Brush-on

Packaging 40kg bags

Coverage approximately 6m2 per 40kg bag

Curing allow finished work to air cure for 3 days before filling with 
water

Colour/s available in 3 colours

inTenDeD FOR USe WiTh

FlexBond 1, 5 & 20 litres - approximately 2 litres per 40kg bag of MatCrete  
  (FlexBond to be diluted 1:4 with water)
CemForce  Woven polypropylene fibre – sold per m² (1m x any length; 
  max 640m)
Cemlam Woven polypropylene fibre extrusion laminate - sold as 1.6m 
  width by the meter (max 430m)

TOOlS neeDeD 

Block brush
Steel trowel (optional)

SUPPORTinG CeMCReTe PRODUCTS 

elastoBond

BeneFiTS

Thin cement linings can be formed in-situ 

Can be reinforced with as many layers of CemForce as 
necessary for strength required

Ready to use with the addition of FlexBond solution only

not only waterproof, but vapour proof as well

Fish and plant friendly

Cost-effective creation of water-containing structures

Can be applied directly onto hard compacted soil

every layer of CemForce applied can withstand 1 meter 

of positive water pressure.

Did you know



PeRMaSTOP
a cement-based mixture containing chemicals which combine with the water in cement 
and migrate into the concrete or cement plaster thereby effectively waterproofing the 
structure against hydrostatic pressure. For slurry coatings and plugging holes. For 
solving most types of waterproofing problems in below-ground and water-containing 
structures that contain OPC.

SatinCrete Pewter walls & vanity

The colours depicted are a guide only and Cemcrete recommends choosing 
colours from an actual on-site sample.
Different sealing methods might also affect the final colour.

CRYSTalline 
WaTeRPROOFinG 

TReaTMenT

 tiny.cc/permastop

inTenDeD FOR USe WiTh

Permastop accelerator  1 & 5 litre containers
Polypropylene Membrane    available in bulk or cut in 10m x 100mm strips

TOOlS neeDeD 

150mm Block brush
large distemper brush
Soft broom

SPeCiFiCaTiOnS

Suitable surfaces Must be in contact with the cement/concrete to be effective

Finish Brushed finish unless plaster is applied over it

application Brush-on

Packaging 1, 5 & 25kg containers

Coverage Brush application: approximately 1,3m²/ kg / coat depending 
upon suction and texture of surface
Joint filling: Depends on size of joint
With polypropylene membrane - approximately 3kg/ m²

Curing in hot dry conditions cure completed work by dampening 
with clean water three times during the day following the day 
of application. Protect against freezing for 24 hours. Protect 
from direct sun and wind by covering with plastic or wet 
hessian for 24 hours

Colour/s Grey - can supply white upon request

BeneFiTS

Resists extreme hydrostatic pressure from both the positive 
and negative side of the substrate

Resistant to aggressive chemicals i.e. oil, salt water, alkalis, 
certain chemicals, weak acids and aggressive sulphate soils

Becomes an integral part of the substrate - deep penetration

Self-mending when punctured or torn and is not subject to 
deterioration, it is therefore permanent

Does not require protection when backfilling

Can be applied to moist surfaces 

Can seal static hairline cracks

increases the strength of concrete by up to 30% dependent on 
quality of original concrete

Waterproof but not vapour proof

no VOC’s

Can seal gushing leaks in conjunction with Cemcrete’s 
Permastop accelerator

https://www.youtube.com/watch?v=98DFvoi1G08
https://www.youtube.com/watch?v=98DFvoi1G08


SPeCiFiCaTiOnS

Suitable surfaces light trafficked rooftops, walkways and 
decks. in these areas occasional foot traffic is 
permitted 
Planter boxes, retaining walls and basements 
nOT subjected to rising damp
Bathrooms, shower recesses, laundries, and 
all wet areas requiring a tiled finish
Swimming pools and wading pools when 
covered with tiles or decorative toppings
Water containment areas such as water 
features, ponds and fountains
Roofs, walls and floors, over concrete, cement 
render, marine plywood, metal, pre-cleaned 
galvanized iron, fibre cement sheets and 
exterior grade plasterboard

Finish Dependent on what it is mixed with

application Brush-on

Packaging 1, 5 & 20 litre containers

Coverage Coverage is approximately 10m² per 20 litres 
of elastoBond mixed with 20 litres MatCrete at 
2 - 3mm cured film thickness
This is also dependant on the amount & type of 
membrane used in the application

Curing Usually within 24 - 36 hours, depending on 
humidity, ambient temperatures and surface 
porosity. The elastoBond mixture dries by 
reaction between powder and liquid, moisture 
evaporation and absorption into the substrate, 
so allow longer for surfaces with low porosity
allow elastoBond mixture to cure before 
subjecting the floor to light foot traffic (at least 
24 hours)
Do not use showers for at least 72 hours 
after application of elastoBond mixture
This ensures application is thoroughly cured

Colour/s White liquid which dries clear

BeneFiTS
excellent flexibility & crack bridging properties

UV resistant

inTenDeD FOR USe WiTh

MatCrete   approximately 6m2 per 40kg bag
Concrete Primer   1, 5 & 20 litre  containers
PrimerCote   5kg containers
Polypropylene Membrane  200mm x 10m rolls
Cemlam/CemForce   Textile reinforcement system

TOOlS neeDeD 

Block brush

elaSTOBOnD
elastoBond is a liquid polymer to be mixed with Cemcrete’s MatCrete powder to 
create a tough, flexible, UV resistant waterproofing membrane.  it is suitable for 
waterproofing shower recesses, external decks, planter boxes and flat roofs where 
there is light foot traffic.

FleXiBle 
BOnDinG 
liQUiD

SPeCiFiCaTiOnS

Suitable surfaces Suitable for reducing permeability in concrete tanks, reservoirs, sewerage works, cellars, basement walls 
and floors, garage pits, walls and precast stone

Finish Will not change the finish of the cement mix

application Ready to use waterproof cement

Packaging 50kg bags

Coverage Dependent on the mix

Curing in hot dry conditions cure completed work by damping down with water or protecting with wet sacks or 
plastic sheeting

Colour/s Grey

Ready-to-use Water-Repellent Cement

BeneFiTS
Reducing moisture movement, crazing, efflorescence and moisture penetration 

Reducing rising damp in brickwork when used in mortar

WaTeR-RePellenT CeMenT
Use Water-Repellent Cement in place of Ordinary Portland Cement to overcome capillary absorption 
of moisture into cement mortar, cement plaster and concrete. 

a water-repellent powder for adding to cement to overcome capillary absorption of moisture into 
cement mortar, cement plaster and concrete.

BeneFiTS
For preventing loss of water from water containing structures

For reducing moisture movement, crazing, efflorescence and moisture penetration

For reducing rising damp in brickwork when used in the mortar

SPeCiFiCaTiOnS

Suitable surfaces Suitable for reducing permeability in concrete tanks, reservoirs, sewerage works, cellars, basement walls 
and floors, garage pits, walls and precast stone. interior & exterior wall surfaces, including polystyrene and 
certain foams or such

Finish Will not change the finish of the cement mix

application Mixed with Portland cement in powder form

Packaging 1 & 25kg containers

Coverage 2% of the weight of the cement to be used in the mix which is equal to 1kg per 50kg cement

Curing in hot dry conditions cure completed work by damping down with water or protecting with wet sacks or 
plastic sheeting

Colour/s Grey

CeMenT WaTeRPROOFinG 
COMPOUnD
Water-repellent cement additive



SPeCiFiCaTiOnS

Suitable surfaces interior & exterior wall surfaces, including 
polystyrene and certain foams or such 

Finish Smooth

Thickness 2 - 6mm

application Trowel-on

Packaging 20kg bags

Coverage approximately 3 - 4m² per 20kg if applied at 
3 - 4mm thickness

Curing leave to dry for 48 hours

Colour/s Grey

inTenDeD FOR USe WiTh

Glass Fibre Mesh (5 or 10mm)   1m widths up to 50m length

eiFS BaSeCOaT aPPliCaTiOnS
aDheSiVe aPPliCaTiOn

ideal for attaching polystyrene eiFS insulation 
boards or shaped architectural feature segments of 
polystyrene to the interior or exterior of buildings and 
the subsequent hard surfacing of the former to take 
paint or plaster.

apply the eiFS BaseCoat to the entire surface using a 6 - 10mm 
notched trowel. Press polystyrene eiFS insulation board firmly so as 
to flatten adhesive between substrate and board.

RePaiR MORTaR

Repair mortar for levelling, patching and filling 
masonry, concrete and plaster before painting, with 
or without a glass fibre reinforcing mesh. not for floor 
repairs.

apply to cleaned substrate to required thickness of no more than 6mm 
per coat using a steel trowel making sure material is to correct level.

POlYSTYRene OR FOaM aPPliCaTiOn

ideal for coating polystyrene or foam and will harden 
the surface before applying paint or plaster.

apply eiFS BaseCoat to a uniform thickness of about 2mm using a 
steel float. immediately press fibre glass re-enforcing mesh into wet 
BaseCoat. apply a second 2mm layer of eiFS BaseCoat and smooth 
the material with a trowel until the mesh is totally imbedded and the 
pattern of the mesh does not show through.

1

2

3

eiFS BaSeCOaT

COaTinG TO leVel, 
RePaiR OR PRePaRe 
VeRTiCal SURFaCeS

eiFS BaseCoat is a special mixture of various admixtures and Ordinary Portland Cement for 
repair of concrete and masonry, adhering and surfacing of eiFS insulation boards prior to 
applying Cemcrete’s decorative coatings.

The colours depicted are a guide only and Cemcrete recommends choosing 
colours from an actual on-site sample. Different sealing methods might also 

affect the final colour.

BeneFiTS
Can be used as a base coat for levelling, 
patching and filling masonry, concrete and 
plaster before painting

Can be used as an adhesive for pasting 
insulation board (polystyrene) or feature 
segments onto the interior or exterior of 
buildings

Can be used as a leveller and filler for masonry, 
concrete or plaster surfaces (not to be used 
on floors)

TOOlS neeDeD 

Mechanical mixer
Steel trowel or 6 - 10mm notched trowel



BeneFiTS
adheres to cement plaster, gypsum plaster and timber

Tough & waterproof

Ready to use

SPeCiFiCaTiOnS

Suitable surfaces Fills cracks, gaps around doors, window frames, light switches, knot holes, wood grain, nail holes etc. 
adheres to cement plaster, gypsum plaster and timber

Finish Smooth

Thickness 1 - 10mm

application Trowel-on

Packaging 1, 5 & 7.5kg containers

Coverage Depends on width and depth of joint
average 5m2 per kg

Curing 12 hours

Colour/s White

Tough waterproof crack filler

1
Fill cracks and holes 

using a paint scraper, 
putty knife or trowel

Surfaces to be filled 
must be clean, 

hard and dry 2
allow to dry and 

harden for two hours 
& sandpaper level 3

TOOlS neeDeD

Paint scraper
Putty knife
Trowel
Sandpaper

 a very tough waterproof filler based on special thermoplastic resins and fillers. Softens slightly 
with increases of temperature, thereby relaxing the tension in the crack.

eXTeRiOR CRaCK FilleR
CeMFORCe

Open-textured reinforcing 4mm x 4mm mesh fabric, made of 
polypropylene strands and fibres.

Designed for use with cement matrices, it is completely inert to the 
alkalinity of cement and has an extended fibrous interface area 
with which the cement matrix can interact and mechanically bond. 

The Cemcrete mixes are specially formulated to form part of the 
CemForce, similar to fibre glass and resin.

available in 1m widths and any length.

CeMlaM

lightly woven polypropylene tape with a 4mm x 4mm mesh fabric 
made of polypropylene strands and fibres, laminated by hot 
extrusion to form a tough, waterproof substrate.

it is totally resistant to the alkalinity of cement and offers extended 
fibrous interface on the strands with which the cement matrix can 
mechanically bond.

The cement matrix is specially formulated to form part of the 
Cemlam to act like fibre glass and resin.

available in 1.6m widths and any length.

POlYPROPYlene MeMBRane

a geotextile which has a random arrangement of fibres ensuring 
uniform strength and flexibility in all directions.

it’s alkali resistant properties enable it to be used in conjunction 
with Portland cement-based slurries in water containing structures 
to seal over cracks and joints.

Used in conjunction with MatCrete to waterproof parapet walls 
and in conjunction with Permastop or FlexBond cement slurries for 
waterproofing reservoirs, etc.

available in m² or cut in 10m x 10cm, 10m x 20cm or 10m x 30cm 
strips.

GlaSS FiBRe MeSh

a treated glass fibre mesh used exclusively with BaseCoat onto 
polystyrene surfaces as part of the exterior insulation Finishing 
System (eiFS).

it is alkaline resistant and improves impact resistance and firmness 
in conjunction with thin skim plasters.

available in 1m widths and any length.

available in 5 or 10mm mesh gaps.

MeMBRaneS



SPeCiFiCaTiOnS

Suitable surfaces Dry stack brickwork, breeze blocks, stock and face bricks, concrete, hard, clean bag wash, scratch plaster, 
previously painted surfaces, tiles etc.

application Brush-on, sponge-on or roll-on

Packaging 1, 5 & 20 litre containers

Coverage 30m2/ litre of concentrated CemBond mixed 1:5 with water per coat, depending on surface porosity

Curing Bonding time: ± 1 hour
initial set:  ± 4 hours depending on weather
needs to air cure for at least 12 hours

Colour/s Milky white liquid 

BeneFiTS
eliminates hacking

Sold undiluted, therefore offering a more economical choice. Must be diluted before use

lime fast

Compatible with cement, lime, sand & gypsum

Dries translucent

adheres to concrete, brick, tiles, cement, plaster & stone

non-flammable

latex-based liquid admixture
FlexBond replaces some or all of the water in 
cement mixes to improve bond, waterproofing, 
flexural, tensile and abrasive strengths, adhesion, 
thin film hardness, weak acid resistance, adhesion 
to asphalt and reduces drying shrinkage. Can also 
be used to waterproof water-containing structures. 
Used in conjunction with textiles & membranes 
for cracks and joints in structures. improves the 
adhesion of slush-coats for re-plastering pools, 
patching, repairing or application of screeds. 
improves adhesion and waterproofing qualities of 
tile adhesive, tile grout and self-levelling floor screed. 
Used as an additive to PoolCrete to promote colour 
enhancement and resistance to pool chemicals.

SPeCiFiCaTiOnS

Purpose Replaces the water in cement mixtures

application add to cement mixtures

Packaging 1, 5 & 20 litre containers

Coverage Dependent on what it’s mixed with
See datasheet for more information

Curing 24 hours

Colour/s Milky white liquid 

BeneFiTS
Compatible with Portland cement, high alumina 
cement, lime & sand

exceptional adhesion in cement mixes

non-flammable

Unaffected by damp conditions; mixtures may 
be applied to damp surfaces

improves freeze/thaw resistance of cement 
mixes

improves chemical resistance

Sold undiluted, therefore offering a more 
economical choice. Must be diluted before use

UV stable admixture

CreteBond replaces some of the water in cement mixtures to improve adhesion, abrasion resistance, 
waterproofing and substrate permeability.

BeneFiTS
Promotes abrasion and chemical resistance of floors

Promotes adhesion and waterproofing of ceramic tile adhesives & grouts

Promotes adhesion, weatherability and waterproofing of cementitious coatings

Promotes bonding and weatherability of repair mortars 

Polymer-based bonding liquid
To dispense with hacking when plastering, tiling or painting onto smooth or friable surfaces. it can be 
used as an adhesive, a bonding liquid for friable surfaces, as a primer for PVa and acrylic paints, as 
a cement additive to improve adhesion, mixed with cement as a crack filler and mixed with propriety 
crack fillers to limit ghosting of filled spots when over coating with paint. it can be used in plaster 
mixes to improve the strength and integrity of the plaster and is invaluable for improving the adhesion 
of cement-based decorative coatings to difficult surfaces.

SPeCiFiCaTiOnS

Purpose Replaces the water in cement mixtures

application add to cement mixtures

Packaging 1, 5 & 20 litre containers

Coverage Dependent on what it’s mixed with
See datasheet for more information

Curing needs to air cure for at least 12 hours 
when mixed with cement

Colour/s Milky white liquid 

CeMBOnD

CReTeBOnD

FleXBOnD

CemKey and FlexKey are diluted versions of CemBond and FlexBond  

respectively, and therefore do not require diluting before use. 

Did you know



BeneFiTS
To give an attractive, waterproof joint for brick 
and blockwork 

especially advantageous where consistency of 
colours, strength and quality are of importance

Good water retention gives improved bond and 
bleeding characteristics

excellent water absorption qualities

Can be manufactured to SaBS class 1, 2 and 3 
specifications and most colours as required

SPeCiFiCaTiOnS

Suitable surfaces Joint for brick and blockwork

Finish Smooth or textured

Thickness 10mm

application Brick trowel and pointing tool

Packaging 40kg bags

Coverage For 10mm joints approximately 0.8 - 1m2  

of 112mm brickwork per 40kg bag of 
Mortar Mix

Curing Damp the wall surface with clean water 
during the day following placing for 
increased hardness, waterproofness and 
durability of the mortar joints

Colour/s available in 8 colours
Custom colours can be made on request

WhiTe & 
COlOUReD 

MaSOnRY 
MORTaR

Titanium

Roan

Firelight

Silver Grey

Onyx

Blackagate

White

Mortar Mix White

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.

Colours matched to complement 

MORTaR MiX
Mortar Mix comprises of white cement, 
graded sand and additives to give high 
bond strength, waterproof joints and high-
water retention for workability and plasticity. 

White Portland cement
White cement is a hydraulic binder with physical characteristics corresponding to those of Portland 
grey cement. it is distinguished by its pure white colour. This whiteness is the result of nature, as well 
as the rigorous selection of raw materials used in manufacturing and a technologically advanced 
production process.

BeneFiTS
Well suited to use where appearance of cement is of prime importance

WhiTe CeMenT

Quick setting grout
a high-speed grout for use underground in mines, bolt-holes or any area where quick setting and high 
early strength is of utmost importance.

BeneFiTS
Self-levelling properties for easy placing

Quick setting

early strength – ready for normal loading in 90 minutes

SPeCiFiCaTiOnS

Suitable surfaces Underground in mines, bolt-holes or any area where quick setting and high early strength is of utmost importance

application Pouring

Packaging 20kg bags

Curing Ready for normal loading in 90 minutes from pouring
90 minutes - 13.5 MPa
1 day - 18.7 MPa
2 days - 23.1 MPa
7 days - 26.3 MPa
28 days - 28.3 MPa

Colour/s Grey
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BeneFiTS
ensures that the mould releases cleanly from the substrate

To be used in conjunction with Colour hardener to provide colour contrast and ensure 
that the mould releases cleanly when imprinting the surface of Colour hardener. it 
may also be used in conjunction with DecoCrete, SatinCrete and CemPlaster when 
imprinting is done.

SPeCiFiCaTiOnS

Suitable surfaces Colour hardener, DecoCrete, SatinCrete and CemPlaster; use with imprinting mats

application Dry shake

Packaging 5 & 15kg containers

Coverage approximately 300g/m2

Curing after application Release agent should be left on the imprinted surface for at least 72 hours to set
Thereafter rinse with clean water to remove excess material

Colour/s available in 9 colours

Black

nutmeg

light Grey

hunters Green

Dark Brown

Rock Brown

light ivory

Yellow

Terracotta

Dust Release agent onto the imprint mat. 
This will ensure  that the mat doesn’t stick to the surface.

Place the mat carefully onto the surface.
Stamp the imprint mat to transfer the texture onto the surface.

Remove the imprint mat carefully.
after 3 days wash surface to remove excess Release agent. 

Finished sealed floor - Colour hardener Ochre 
imprinted with a slate texture.

COlOURCeM

Coloured powder release agent a milled blend of white or grey Portland cement and selected 
compatible pigments. Strengths are like those of Portland cement, 
but if dark shades are required, up to 10% more ColourCem 
should be used for a given strength.

SPeCiFiCaTiOnS

Suitable applications Countertop Mix, TexCrete, TexCrete lite &  SculptCrete
Concrete blocks, concrete interlocking paving stones, paving slabs, 
terrazzo, coloured plaster, coloured mortar & pointing mortars

application Mix in with powder

Packaging 1 & 25kg containers

Coverage Tests should be done to ensure desired results

Colour/s available in 14 colours

BeneFiTS
To achieve integrally coloured concrete, plaster, mortar or pre-cast 
concrete

ColourCem is a quality product, but its proper use involves care and 
dedication on-site or in the precast factory

Coloured cement pigment

Sandstone

hunters GreenRoyal BlueBlack

Red

Forest Green

Chocolate

CocoaOrange Tan

Terracotta

Yellow

White

Maroon

ReleaSe aGenT
- PiGMenTeD



Countertop Mix Grey

The colours depicted are a guide only and Cemcrete 
recommends choosing colours from an actual on-site sample. 
Different sealing methods might also affect the final colour. 

Countertop Mix White

Countertop Mix White
with various colours 
and sizes of glass

COUnTeRTOP
Countertop Mix is a 3 component pre-casting mix that contains a proprietary blend of 
cements, and other admixtures to produce a high strength countertop.

COnCReTe 
COUnTeRTOP 

PRe-CaSTinG MiX

SPeCiFiCaTiOnS

Suitable surfaces Cast into mould made from wood (melamine) or rubber 
all seams must be tight to prevent seepage of the Countertop 
Mix using silicon & a caulking gun. if caulk or any other fillers 
are used on the mould they must be fully hardened and dry 
before Countertop Mix is poured

Finish Picks up the finish of the mould
Can be diamond pad polished to expose aggregate

Thickness Minimum application thickness: 20mm
Maximum application thickness: Can go to 40mm but check 
aggregate grading 

application Casted

Packaging 20kg bags 

Coverage 4 bags of Countertop Mix with 4kg’s of ColourCem and 20kg of 
for example 5/6mm of coloured stone will yield a countertop 
of: 1m x 1m x 40mm thick
Without extra aggregate or ColourCem will yield a countertop 
of: 1m x 1m x 30mm thick

Curing after the product is placed in the formwork and properly 
consolidated and the mix has begun its initial set (1 hour), 
cover with plastic sheeting and leave for one day. The next 
day remove the plastic sheeting, mist spray, and recover with 
the plastic allowing the moisture to stay in the top for at least 
3 - 4 days. The countertop may be de-moulded or stripped 
after 4 days of curing at normal temperatures. at lower 
temperatures, 15 degrees and lower, the de-moulding time is 
extended
if grinding and polishing is required wait a minimum of 1 
day after de-moulding and test the casting for strength and 
hardness before commencing polishing

Colour/s Super White, White and Grey. Used in conjunction with 
ColourCem to create more colours and aggregates to create 
various finishes

inTenDeD FOR USe WiTh

ColourCem   1 & 25kg containers
Marble chips

TOOlS neeDeD 

Mechanical mixer
Mould
Reinforcement
Plastic float
Poly sheeting or shrink wrap
Variable speed polishing machine with diamond pads

SUPPORTinG CeMCReTe PRODUCTS 

CreteStain
Densifier 
Various sealing options available, please consult with Cemcrete’s technical department 
for the best sealing option

BeneFiTS
Suitable for use in commercial, residential and restaurant use

Fully customisable to your specific requirements such as size, 
colour, shape, built-in features, etc.

Produces a high-strength countertop

Fully customisable casting mix i.e. can use a variety of aggregates 
to change the appearance

Can cast counters according to any mould

Unique cement counter and not premanufactured

Grey

Super White

White



SPeCiFiCaTiOnS

Suitable surfaces Used over wire or metal armature to create sculptures 
and large art pieces. Suitable for use as a base for mosaic, 
glass, inlays, etc.

Finish Smooth or textured

Thickness applied in layers of 20mm at a time

application Pack-on, spray-on

Packaging 20kg bags

Coverage 20kg of SculptCrete will cover approximately 0.85m2 when 
applied 20mm thick

Curing Cure all completed work the following day by damping 
with clean water 3 times during the day
it is a good idea to cover the article with plastic during this 
initial curing period
Fast drying will cause surface cracking

Colour/s Grey

BeneFiTS
it will retain a shape even when very wet

it will take extremely delicate carving and can be built up in 
layers

Mosaics, pebbles etc. can be laid into the surface

it allows the artist plenty of time to carve because of its slow 
setting time

SculptCrete stained with 
CreteStain leather Tan

inTenDeD FOR USe WiTh

FlexBond   1, 5 & 20 litre containers
Cemlam   1m wide with any length

TOOlS neeDeD 

Speidel type pump or Putzmeister
Steel trowel
Pallet knife

SUPPORTinG CeMCReTe PRODUCTS

CreteStain
ColourCem
Colour hardener Sealer

SculptCrete stained with 
CreteStain leather Tan

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample. Different sealing 
methods might also affect the final colour.

SculptCrete candle holders
painted with copper on the inside

SCUlPTCReTe
a scientifically formulated enhanced fibre-cement blend. Contains no hazardous 
materials and is suitable for interior or exterior use. has superior workability and 
provides a smooth, weather resistant finish that can be carved when biscuit hard. Will 
allow very fine, detailed carving. Suitable for building up three dimensional details.

FiBRe-CeMenT 
MiXTURe FOR 

aRT PieCeS

http://tiny.cc/sculptcrete

https://www.youtube.com/watch?v=3HGg9uM3Gwg
https://www.youtube.com/watch?v=98DFvoi1G08


FiBRe-CeMenT 
CaSTinG MiX SPeCiFiCaTiOnS

Suitable surfaces Wood, rubber, latex, perspex or cardboard moulds

Finish Will pick up the texture of the mould

Thickness 4 - 8mm

application Brush-on or spray-on

Packaging 20kg bags

Coverage 20kg of TexCrete will cover approximately 0.75m2 when 
applied 5mm thick

Curing First allow work to completely dry out before immersing 
or wetting down with water. The longer this second 
wetting is carried out, the better the strengths achieved

Colour/s available in light colours like ivory and Straw
TexCrete can be coloured in powder form with ColourCem
or CreteStain can be used to add colour to TexCrete 
once dry

BeneFiTS

Moulding of lightweight small and large intricate castings 
where fine surface definition is required 
Can also be applied onto a layer of CemForce to create 
positive work, instead of casting into moulds

TexCrete is also available in a lightweight version, reducing 
the weight of the cured item by 50%

inTenDeD FOR USe WiTh

FlexBond   1, 5 & 20 litre containers
CemForce   1m width with any length
Glass Fibre Mesh   1m widths up to 50m lengths
CreteStain  1, 5 & 20 litre containers - approximately 
   8m2/ litre/ coat

TOOlS neeDeD 

Brush
low-pressure spray
Trowel 

SUPPORTinG CeMCReTe PRODUCTS

CreteStain
ColourCem
Colour hardener Sealer

The colours depicted are a guide only and Cemcrete 
recommends choosing colours from an actual on-site sample. 
Different sealing methods might also affect the final colour.

TexCrete plant holders TexCrete basket

TeXCReTe
a thixotropic, quick setting, enhanced fibre-cement blend. Mixed with a solution of FlexBond 
for the saturation and impregnation of CemForce to form a reinforced product that can be 
cast into latex or silicone moulds. Produces castings of about 4 to 8 mm in thickness.



BeneFiTS

Suitable for domestic, industrial and automotive uses, including priming of industrial steel 
framing, farm implements, tanks, roofs, handrails, window and door frames

anti-corrosive pigments that prevent development of rust

Can be applied over existing rust

attractive finish and available in a range of colours

One product that is used as the primer & top coat

Direct-to-Metal Primer & Topcoat is a high-performance metal primer & topcoat with 
anti-corrosive pigments that prevent the development of rust. Suitable for new or 
weathered metal, Cemcrete Direct-to-Metal Primer & Topcoat neutralises existing 
rust and prevents the formation of new rust while providing an attractive protective 
and decorative weatherproof finish.

SPeCiFiCaTiOnS

Suitable surfaces Suitable for domestic, industrial and automotive uses, including priming of industrial steel framing, farm 
implements, tanks, roofs, handrails, window and door frames

Finish Matt

Thickness 80 - 100 micron

application Brush-on, roll-on or spray-on

Packaging 5 & 20 litre containers

Coverage 8 - 10m² per litre per coat.  applied in a 2 coat application
Coverage will vary depending on the porosity of the surface

Curing Recoating interval: 4 hours (48 hours if used as a primer for solvent-based top coat)

Colour/s available in 5 colours

TOOlS neeDeD 

Brush/ roller/ spray canister

White

TerracottaGrey

Green Black

BeneFiTS

Picks up fine detail

Final set product is resistant to water

ideal for flat mouldings

a synthetic latex rubber for detailed reproduction of objects of virtually any fine texture.

SPeCiFiCaTiOnS

Suitable surfaces Concrete, wood, plastic etc.

Finish Smooth rubber that picks up fine detail of the object

Thickness Can build it up in layers to desired thickness

application Brush-on

Packaging 1 & 5 litre containers

Coverage Depends on the thickness of the mould being made

Curing allow to thoroughly dry before carefully peeling off substrate and dust with dry Cemcrete’s Mould Rubber 
Thickener before use

Colour/s Creamy colour once dry

inTenDeD FOR USe WiTh

Mould Rubber Thickener  1kg bags
Polypropylene Fibre   6mm 
CemForce    1m widths, any length

TOOlS neeDeD 

Fine bristle brush

MOUlD RUBBeR laTeX DiReCT-TO-MeTal
Synthetic latex rubber new or weathered metal paint



BeneFiTS
applied directly onto the exterior of an old or new grass thatched roof

not only waterproofing, but resistant to fire, baboons, monkeys and birds

SPeCiFiCaTiOnS

Suitable Surfaces exterior of an old or new grass thatched roof

Finish Textured finish

Thickness approximately 4mm

application Brush-on

Packaging 40kg bags

Coverage 5m² per 40kg bag depending on thickness of final work

Curing allow finished ThatchCrete work to air cure for 5 days

Colour/s available in 3 colours
Can also be coated with CemWash which is available in 18 colours

For creating a thin, reinforced, waterproof, fire resistant, cement lining to be applied 
directly onto the exterior of an old or new grass thatched roof. This lining is tough 
enough to resist mammals like baboons, vervet monkeys as well as birds from 
causing damage to the roof or entering the building.

inTenDeD FOR USe WiTh

CreteBond  1, 5, & 20 litre containers – 2 litres per 40kg bag of ThatchCrete
CemForce   1m width, any length - allow 10% for overlapping on joints

Optional final coating:
CemWash  25kg bags - approximately 24 - 30m²/ 25kg bag

TOOlS neeDeD 

Block brush

BeneFiTS
Waterproof, very durable and UV light resistant

easy-to-apply waterproof membrane system for concrete roofs

The RoofSeal acrylic system embraces a primer/bonding coat, a saturating 
RoofSeal coat, a very tough spun bonded polyester membrane, a second 
impregnating RoofSeal coat and, when all work is dry (minimum 3 days), a final 
RoofSeal coat.

SPeCiFiCaTiOnS

Suitable surfaces Concrete, bituminous felt, timber, galvanized iron, asbestos cement and foam cement

Finish Smooth matt finish

Thickness When used with the membrane 3mm per coat

application Brush-on

Packaging 1, 5 & 20 litre containers

Coverage 0.5m²/ litre for full application of 3 coats

Curing allow the polyester/ RoofSeal sandwich to dry out for 3 or 4 days, depending on the weather, and apply a 
final finishing coat of RoofSeal

Colour/s available in 6 colours

inTenDeD FOR USe WiTh

RoofSeal acrylic Primer  1, 5 & 20 litre containers - 5m²/ litre
Polyester membrane   1m wide, up to 150mm in length

TOOlS neeDeD 

Brush
Roller
Broom

ROOFSeal ThaTChCReTe
Membrane system for waterproofing roofs

White Straw

TerracottaConcrete Grey

Green Charcoal

Cement lining for thatch roofs

Grey

Brown

Charcoal



TPC Roof Slate

The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample.

apricot

Terracotta

Clay

Oyster Pink

Mushroom

Straw

Corn

Cocoa

Jasmine

Concrete Grey

Slate

White

Cream

Green

SPeCiFiCaTiOnS

Suitable Surfaces Concrete and corrugated iron roofs

Finish Smooth
Slightly textured version (by order only)

Thickness approximately 60 microns per coat; the Mica 
chips protrude higher

application Paint or spray-on

Packaging 5 & 20 litre containers

Coverage approximately 3 - 6m2/ litre/ coat

Curing Two coat application with a minimum 6 hour 
interval between coats

Colour/s available in 16 colours

inTenDeD FOR USe WiTh

CemBond  1, 5 & 20 litre containers - 8m²/ litre for 2 coats
Bitumen Primer

TOOlS neeDeD 

Brush
Sheepskin roller

BeneFiTS
holds well over fine crazing to prevent water 
entering the structure

Supplied ready to use

Weatherproof as it will re-emulsify under ponding

UV stable

extremely durable & flexible

Charcoal

TPC ROOF
a tough, thermoplastic, textured, weatherproof coating. Contains Mica and Silica 
for maximum film protection against ultra-violet light and weather abrasion.

DURaBle 
COlOURFUl 

COaTinG 
FOR ROOFS

ivory

TPC Roof Slate
The colours depicted are a guide only and Cemcrete recommends 

choosing colours from an actual on-site sample.
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Manufacturers of Distinctive Decorative CoatingsManufacturers of Distinctive Decorative Coatings

heaD OFFiCe

Showroom & Warehouse
8 Telford Street
industria
(011) 474 2415
info@cemcrete.co.za

GaUTenG

Johannesburg Showroom
227 Jan Smuts avenue
Parktown north
(011) 447 3149
jsa@cemcrete.co.za

Centurion Showroom & Warehouse
15 Coachmen’s Park
26 Jakaranda Street
Centurion
(012) 653 6808
pretoria@cemcrete.co.za

CaPe TOWn

Showroom & Warehouse
Unit 3 eagle Park
cnr Bosmansdam & Omuramba Roads
Montague Gardens
(021) 555 1034
cape@cemcrete.co.za

We have distributors nationally as well as across 
many african countries and internationally. 
Contact us to locate your nearest retailer or 
contractor.

0860 CeMCReTe
info@cemcrete.co.za

www.cemcrete.co.za

Creating  distinctive cement  finishes

as                                                        as  you  are.unique
The colours depicted are a guide only and Cemcrete recommends 
choosing colours from an actual on-site sample. 

On the cover:
Colour hardener Stone


