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BASECOAT

lEvEl / rEpAir COnCrETE SurfACES & prEpArE pOlySTyrEnE



BaseCoat paste is a special mixture of adhesives, fillers & plasticisers for mixing with ordinary 
portland cement to obtain a controlled mixture for repair of concrete & masonry, & attaching & 
subsequent surfacing of polystyrene insulation boards prior to painting or finishing.
Steel reinforcing such as square tubing, steel bars, etc may be incorporated into the polystyrene (eg: 
underneath) to give extra support for large objects that will be subjected to higher weight loadings

SuiTABlE SurfACES
Suitable surfaces interior & exterior wall surfaces, including 
polystyrene and certain foams or such. 

AppliCATiOn
Trowel-on.

finiSH
Smooth.

THiCKnESS
3 - 6mm.

CurinG
leave to dry for 48 hours.

pACKAGinG
5kg and 25kg containers.

COvErAGE
Approximately 6 - 8m² per 25kg if applied at 3 - 4mm 
thickness. 

AppEArAnCE / COlOur(S)
Opaque sandy colour. 

Completed polystyrene block coated with 
CemCote Skimmed & Sealers

polystyrene structure to be coated
BaseCoat paste & Glass fibre Mesh 
application

BEnEfiTS

- Base coat for levelling, patching & filling 
masonry, concrete & plaster before painting

- Adhesive for pasting insulation board 
polystyrene) or feature segments onto the 

interior or exterior of buildings

- ideal for preparing polystyrene objects for 
over-coating with a decorative finish to create 3D 

artistic pieces or furniture.

BASECOAT pASTE  |  prODuCT infOrMATiOn & AppliCATiOn BASECOAT pASTE  |  uSES
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Concrete Block Side Table: polystyrene block prepared with BaseCoat paste, Glass fibre Mesh, 
and then finished with CemCote Skimmed and sealers. 

BaseCoat paste and Glass fibre Mesh being applied to polystyrene block.

Concrete Bench: polystyrene block prepared with BaseCoat paste, Glass fibre Mesh, and then 
finished with CemCote Skimmed and sealers.

BaseCoat paste being applied to ceiling to create an even suction prior to application of decorative 
coating.
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https://www.youtube.com/watch?v=MZTrWyZY7RM&t=71s


HEAD OffiCE

Showroom & Warehouse
8 Telford Street

industria
(011) 474 2415

info@cemcrete.co.za

GAuTEnG

Johannesburg Showroom
227 Jan Smuts Avenue

parktown north
(011) 447 3149

jsa@cemcrete.co.za

Centurion Showroom & Warehouse
15 Coachmen’s park
26 Jakaranda Street

Centurion
(012) 653 6808

pretoria@cemcrete.co.za

CApE TOWn

Showroom & Warehouse
unit 3 Eagle park

cnr Bosmansdam & Omuramba roads
Montague Gardens

(021) 555 1034
cape@cemcrete.co.za

We have distributors both nationally and 
internationally. Contact us to locate your 

nearest retailer or contractor.
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Creating  distinctive cement  finishes

as                                                        as  you  are.unique
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0860 CEMCrETE

www.cemcrete.co.za

info@cemcrete.co.za

https://www.facebook.com/Cemcrete/
https://www.instagram.com/cemcrete/
https://za.pinterest.com/cemcrete/pins/
https://www.linkedin.com/company/cemcrete/
https://www.youtube.com/channel/UCU_UQbMlgDLy_4nR7huOBpg
http://www.cemcrete.co.za
mailto:info%40cemcrete.co.za?subject=

