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DRY-SHAKE SCREED FLOOR FINISH
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DRY-SHAKE SCREED FLOOR FINISH
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& A A granolithic concrete material that is floated into fresh screed or concrete
GOl HardeF\e 'élo’re‘*" which colours, strengthens & creates durable surfaces for concrete floors. It

The colours depicted are a guide only and Cemcrete recommends choosing colours from an et on-site i l_S a spemql blend of Cemgnf mcqrporo‘rlng very hord-wearlng c:ggrego’res,
sample. Different sealing methods might also affect the-finaliedlour,. =5 |Igh1' fast pig ments & additives which set rock-hard.



COLOUR HARDENER | PRODUCT INFORMATION & USES COLOUR HARDENER | FEATURED PROJECTS & BENEFITS

SUITABLE SURFACES
New / fresh interior & exterior concrete or screed base.

FINISH
Steel frowel to a smooth finish. Can be textured, stamped or rolled to obtain different tiled or paved effects.

THICKNESS
Depending on screed design - colour penetrates 2 - 3mm into screed.

APPLICATION
Sprinkle-on & trowelled. Can be power floated as well.

CURING
Leave to air cure for 1 day after completion. Damp down with water twice daily for 7 days. WATCH
Allow to dry for a minimum of 14 days before sealing. THE VIDEO

PACKAGING
20kg bag.

COVERAGE
Approximately 5m? per 20kg bag.

BENEFITS

- Suitable for interior & exterior floors

- Suitable for domestic or commercial projects

- Colours concrete to a depth of 2 - 3mm (no risk of colour being
rubbed off or abraded)

- Extremely durable (dependent on screed mix and curing)

- Can be used in conjunction with SuperScreed (10 - 20mm) where
there are height restrictions

- Can be imprinted
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: 2 i - Can be power floated for large commercial applications
Colour Hardener Stone n2olodp Ha rdener \2Vhi’re~ P g PP

CUSTOM PANELS
Colour Hardener Housé B__Iend



https://www.cemcrete.co.za/videos.html

COLOURHARDENER | COLOUR RANGE
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Colour Hardener floors should be designed with
expansion / control joints incorporated into them,
which will minimize the risk of large unsightly cracks ,,; 7 Al
when subjected to large changes in temperature, soil =5
or foundatfion movement etc. Panel sizes shoulekbe"ag?-/’--
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symmetrical as possible and should not exceed 9m?* //f(
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Timber Brown

Mocha Java Chai Latte

Espresso

Colour Hardene /
House Blend Slate ’ The colours depicted are a guide only and Carmx

Different sealing methods might also affect the fina
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0860 CEMCRETE

info@cemcrete.co.za
www.cemcrete.co.za
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HEAD OFFICE

Showroom & Warehouse
8 Telford Street
Industria
(011)474 2415
info@cemcrete.co.za

GAUTENG

Johannesburg Showroom
227 Jan Smuts Avenue
Parktown North

(011)447 3149
jsa@cemcrete.co.za

Centurion Showroom & Warehouse

15 Coachmen’s Park
26 Jakaranda Street
Centurion
(012) 653 6808
pretoria@cemcrete.co.za

CAPE TOWN

Showroom & Warehouse
Unit 3 Eagle Park
cnr Bosmansdam & Omuramba Roads
Montague Gardens

(021) 555 1034
cape@cemcrete.co.za

We have distributors both nationally and
infernationally. Contact us o locate your
nearest retailer or contractor.
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https://www.facebook.com/Cemcrete/
https://www.instagram.com/cemcrete/
https://za.pinterest.com/cemcrete/pins/
https://www.linkedin.com/company/cemcrete/
https://www.youtube.com/channel/UCU_UQbMlgDLy_4nR7huOBpg
http://www.cemcrete.co.za
https://www.youtube.com/@cemcrete_

